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The package includes the following items: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 I n s t a l l  G W -7 4 7 2 U t i l i t y : 
 
   The softwar e is located at: 

 
Fieldbus_CD:\EtherNetIP\Gateway\GW-7472\Utility 
http://ftp.icpdas.com/pub/cd/fieldbus_cd/ethernetip/gateway/gw-7472/utility/ 
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Quick Start Guide 
(This Document) 

For GW-7472   
E n g l i s h /  M a r c h  20 1 2/  V e r s i o n  2. 0  

1 GW-74 72  Q u i c k  S t a r t  Gu i d e  

What’s in the  ship p ing  p ac k ag e ?  

 
I nstal l ing  so f tw ar e  o n y o u r  P C  

 

 

 
 

CA-002 
(DC connector to  

2-wire power cable) 



 

 
 
 
 
1 .  M ake sur e y our  P C  has wor kab le networ k settings. 
2.  D isab le or  well configur e y our  W indows fir ewall and anti-vir us 

fir ewall fir st, else the “N etwor k S can” on step 4 , 5  and 6  may  
not wor k. ( P lease contact with y our  sy stem A dministr ator )  

3 .  C heck I nit/ R un D I P  
switch if it is on I n i t  
position. 

 
 
 
 
 
 
 
 
4 .  C onnect b oth the G W -7 4 7 2  and y our  computer  to the same 

sub  networ k or  the same E ther net switch, and power  the G W -
7 4 7 2  on. 
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C o nne c ting  the  P o w e r  and  H o st P C  

 



 

                    
 
 
 
 
 
 
 
 

1 . D oub le click the G W -7 4 7 2  U tility  shor tcut on the desktop. 
2 . C lick the “ N e t w o r k  S c a n ” b utton to sear ch y our  G W -7 4 7 2 . 
3 . S elect “C onfigur e” or  “D iagnostic” b uttons to configur e or  test 

the module 
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S e ar c hing  the  G W-7 4 7 2  



 

 
 
 
 
 
 

1 . D oub le click the G W -7 4 7 2  U tility  shor tcut on the desktop. 
2 . C lick the “N etwor k S can” b utton to sear ch y our  G W -7 4 7 2 . 
3 . S elect “C onfigur e” b uttons to configur e the module 
4 . A fter  setting, click the “U pdate S ettings” b utton to finish the 

configur ation. 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Item Settings (Init Mode) 

IP 192.168.255.1 

Gateway 192.168.0.1 

Mask 255.255.0.0 

 
 
 
 

 
M o d u l e  c o nf ig u r atio n 
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 Item Descriptions:  
 

Item Description 

Network Settings 
For configuration of the Address Type, Static IP Address, 
Subnet Mask and Default Gateway  of the GW-7472 
Please refer to section “4.2.1 Network Settings” 

M od b u s R T U  P ort 
Settings For configuration of the Baud Rate,  Data Sizes ,  Parity,  

Stop Bits ,  of the R S -4 8 5 / R S -4 2 2  p ort of the G W -7 4 7 2  
Please refer to section “4.2.2 Modbus RTU Serial Port 
Settings” 

M od b u s T C P  Serv er 
I P  Setting 

For configuration of the I P  of each M od b us T C P  serv er.  
Please refer to section “4.2.3 Modbus TCP Server IP 
Settings” 

Setting F il e 
M a na gem ent 

For the setting fil es m anagem ent of G W -7 4 7 2 .  
Please refer to section “4.2.4 Setting File Management” 

B y te O rd er Setting 
For configuration of the ord er of tw o b y tes in a w ord  of A I  
and  A O .  
Please refer to section “4.2.5 Byte Order Setting” 

M od b u s R eq u est 
C om m a nd  Setting 

M od b us com m and s to com m unicate w ith the M od b us 
sl av es 
Please refer to section “4.2.6 Modbus Request Settings” 
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1 . C heck I nit/ R un switch if it is on 
R u n  position. 

2 . R eb oot y our  G W -7 4 7 2 . Then, r e-
connect it b y  utility . 

 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
M o d u l e  D iag no stic  
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 Item Descriptions:  
 

Item Description 

U C M M / F orwa rd  O p en 
C l a ss 3  B eh a v ior 

Send UCMM packets or use the Forward_Open service to build 
the CIP class 3 connection to communicate with the GW-7472. 
Please refer to section “4.3.1 UCMM/Forward Open Class 3 
Behavior” 

F orwa rd  O p en C l a ss1  
B eh a v ior Use the Forward_Open service to build the CIP class 1 

connection to communicate with the GW-7472. 
Please refer to section “4.3.2 Forward Open Class 1 
Behavior” 

R esp onse M essa ge EtherNet/IP packets responded from the GW-7472. 

M od b u s T C P  Serv ers 
Sta tu s 

The connection status of Modbus TCP servers. Please 
refer to section “4.3.3 Modbus TCP Servers Status” 

 
 

 
 
 
 

  
 
 
 
 

Related I n f o r m ati o n  
 

 G W -7 4 7 2  P rod u c t p a ge: 
http://www.icpdas.com/products/Remote_IO/can_bus/GW-7472.htm 
 

 G W -7 4 7 2  D oc u m enta tions: 
   Fieldbus_CD:\EtherNetIP\Gateway\GW-7472\Manual   

   http://ftp.icpdas.com/pub/cd/fieldbus_cd/ethernetip/gateway/gw-7472/manual/ 
 

 G W -7 4 7 2  U til ity : 
   Fieldbus_CD:\EtherNetIP\Gateway\GW-7472\Utility   

http://ftp.icpdas.com/pub/cd/fieldbus_cd/ethernetip/gateway/gw-7472/utility/ 
 

 G W -7 4 7 2  f irm wa re: 
   Fieldbus_CD:\EtherNetIP\Gateway\GW-7472\firmware 

http://ftp.icpdas.com/pub/cd/fieldbus_cd/ethernetip/gateway/gw-7472/firmware/ 
 
 
 

I C P  D A S W e b  Si t e :  h t t p : / / w w w . i c p d a s . c o m  
C o n t a c t  U s  ( E -M a i l ) :  Se r v i c e @ i c p d a s . c o m  

C o p y r i g h t  @  20 1 2 b y  I C P  D A S  C o . ,  L t d .  A l l  R i g h t s  R e s e r v e d .  
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