Over-the-air device firmware update (OTA-DFU) for S2B5232E

(This example is for Android devices)

1. Download APP “nRF Connect”:
https://play.google.com/store/apps/details?id=no.nordicsemi.android.mcp

and install it on your Android device.
(This app is also available for Apple devices from the AppleStore)

2. Copy/save the firmware update zip file in the Android device’s memory.

3. The S2B5232E now needs to enter ‘device firmware update’ (DFU) mode.
With the power disconnected to the S2B5232E’s push and hold the reset
button, while holding the reset button, power on the adapter and it will enter
DFU mode. The blue LED will blink faster than usual.

4. Connect to the S2B5232E:
Use the “nRF Connect” APP to connect “DfuTrag”:
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After successful connection the app will show the DFU symbol in right upper

corner:
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If you don’t see the DFU connected symbol, please disconnect and try again

(also check that the adapter actually has entered DFU mode, see item 3)

5. Click the DFU symbol:
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Select “Distribution packet (ZIP):

Select file type
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Find and select the firmware update zip file you saved on your device earlier
(the update file is usually called UC232_pkg_vXXX.zip where XXX is the
firmware version):
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The firmware update will now start.

NOTICE: you need to start the update within 60 seconds after the adapter has
entered DFU mode. The adapter automatically goes back to advertising mode
after 60 seconds, if this happens then you will need to re-enter DFU mode (see
item 3).
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After the firmware update has finished the adapter will auto restore to

advertising mode.

Reference info:
https://devzone.nordicsemi.com/b/blog/posts/getting-started-with-nordics-secure-

dfu-bootloader
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