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Features
e Built-in rechargeable lithium battery
e Configurable by DIP switches
e Easy to use configuration software
¢ Indication LED lights
e Standard RS232 interface
e Baud rates from 1200bps to 9216000bps

e Powered by internal battery, USB, external 5V or pin 9.

Please see datasheet for detailed specifications.
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Configuring the Parameters

The first thing you need to do before you can start using the Blutronium Serial Bluetooth Adapter
is to check that the adapter’s parameters such as baud rate, flow control parity and other port
settings are matching your serial device’s parameters.

Fortunately it is easy to configure the Blutronium adapter since most of the commonly used
parameters can be configured by the DIP switches on the front of the adapter. Other less used
parameters can be configured over Bluetooth or through the serial port.

Configuration by DIP Switches

Configuring the parameters using the DIP switches on the Blutronium adapter is very easy.
Simply flip a switch to the desired position.

NOTICE: ALL DIP SWITCHES MUST BE SET TO THE DESIRED POSITIONS BEFORE THE
ADAPTER IS TURNED ON.

Here is a description of each switch:

DIP / SIW
e Position “DIP”: The adapter is using the parameters set by the DIP switches.
IMPORTANT: The DIP switches should be set in the desired positions while the adapter
is turned OFF only. The reason is that the adapter ‘reads’ the DIP switches only in the
moment the adapter is turned ON.
e Position “S/W”: The adapter is using the parameters set by software (by default the
PROMPT AND ECHO parameters are enabled in this position).

Run / Config
e Position “Run”: The adapter is in Run mode and ready to use.
e Position “Config”: The adapter is in configuration mode and the parameters can be
configured over Bluetooth or through the serial port.

Slave / Master
e Position “Slave”: The adapter is in Slave mode.
e Position “Master”: The adapter is in Master mode.
IMPORTANT NOTE: The parameters cannot be configured over Bluetooth when the
adapter is in Master mode.

Auto / Manual
e Position “Auto”: The adapter will automatically connect with a Slave adapter. This only
works if the adapter is in Master mode.
¢ Position “Manual”: Master and Slave will need to be connected manually with the
'CONNECT' command.

Flow Off / On
e Position “Flow On”: Enables the flow control signals (CTS/RTS)
e Position “Flow Off”: Disables the flow control signals (CTS/RTS)

Baud
The four Baud DIP switches sets the adapters baud rate in accordance to the pictogram shown
on the front of the adapter.



Configuration over Bluetooth
Pairing the adapter with your computer

IMPORTANT NOTE: The parameters cannot be configured over Bluetooth when the adapter is in
Master mode, only when it is in Slave mode.

To be able to get access to the Blutronium adapter’s parameters over Bluetooth you first need to
pair the adapter with your computer’s Bluetooth. If you are using Windows Vista, Windows 7,
Windows 8/ 8.1 or Windows 10 then you can use Windows built-in Bluetooth drivers/manager.

The pairing procedure is shown below for Windows 10, 8.1, 8, 7, Vista and XP.

Pairing with Windows 10.

Make sure Windows Bluetooth Manager is running on your computer. If there is a Bluetooth icon
in the lower right-side task bar then the Bluetooth Manager is already running.

If there is no Bluetooth icon then start the Bluetooth Manager by entering the word “Bluetooth” in
the start menu and click the Bluetooth link that shows up. This will start Windows default
Bluetooth management software (if this has successfully been installed on your computer and if
your computer has Bluetooth).

If you computer does not have built-in Bluetooth then you can use any standard USB Bluetooth
dongle to Bluetooth enable your computer.

Make sure the Blutronium adapter is turned ON and in Slave mode. Click the Bluetooth icon in
the lower right-side task bar:

and click “Add a Bluetooth Device” in the menu:

Add a Bluetooth Device

Allow a Device to Connect

Show Bluetooth Devices

Send a File

Receive a File
Join a Personal Area Metwork
Open Settings

Remaove lcon
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Add a device

Add a device

Choose the kind of device that you want to add.

Bluetooth
Mice, keyboards, pens or audio and other kinds of Bluetocoth devices

Wireless display or dock
Wireless monitors, TVs or PCs that use Miracast or wireless docks

Everything else
Xbox controllers with Wireless Adaptor, DLNA and more

Cancel




Add a device

Add a device

Malke sure that your device is turned on and discoverable. Select a device below to
connect.

‘ E Blutronium

Cancel



Add a device

Add a device

Malke sure that your device is turned on and discoverable. Select a device below to
connect.

Blutronium
Connecting

Cancel




Add a device

Add a device

Malke sure that your device is turned on and discoverable. Select a device below to
connect.

E Blutronium

Connecting

Enter the PIN for Blutronium

Cancel




Add a device

Your device is ready to go!

Blutronium
Paired

NOTICE: The ‘Status’ LED light on the Blutronium will still blink even the adapter is paired with
Windows. This is normal. The ‘Status’ LED light does not get steady ON until the COM port is
opened.
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Assuming that the Blutronium Serial Bluetooth Adapter has been successfully installed, click the
Bluetooth icon in the Windows task bar and chose “Open Settings”. Go to the bottom of the
window and select “More Bluetooth options”:

<_

iy

Settings

Home

Bluetooth & other devices

PR U T el B R Rt R Ml D e W el 1§l e

Find a setting

To turn Bluetooth on or off without opening Settings,

| =
(=
0

&

Devices

Bluetooth & other devices

Printers & scanners

Mouse

Typing

Pen & Windows Ink

AutoPlay

UsB

open action center and select the Bluetooth icon.

Related settings

Devices and printers
Sound settings
Display settings

@Iuemoth o@

Send or receive files via Bluetooth

Do you have a question?

Fixing Bluetooth connections
Reinstalling Bluetooth drivers
Sharing files over Bluetooth

Get help

Make Windows better

Give us feedback
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Click the ‘COM Ports’ tab to see which COM port number has been assigned to the adapter.

In this case COM port number 5 and 7 has been assigned by Windows. Windows assigns an
ingoing and an outgoing port. To simplify things; COM7 is the main port which we will use for our
communication. You do not need to worry about incoming or outgoing ports as long as you
identify which port is the main port. The main port in this case for the Blutronium adapter is
indicated as “Dev B as shown below:

% Bluetooth Settings

Options COMPorts  Hardware

This PC is using the COM (serial) ports listed below. To determine
whether you need a COM port, read the documentation that came
with your Bluetooth device.,

Port Direction Mame

COM3 |ncoming Blutronium

L Ccom7 Outgeing  Blutronium @
I —

Add... Remove

Concel | | ooy

If you wish to change the COM port number from COM7 to for example COM10 then you can do
so in Device Manager. Right-click the COM port listed under Ports (COM & LTP) in Device
Manager and chose “Properties”. Under the “Port Settings” tab click the “Advanced” button, you
can here change several settings including the COM port number.

USconverters.com 12
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:.FI: Device Manager

File Action View Help

& T EHE B EX®

» B Audioinputs and outputs ”
v g Bluetooth

g Bluetooth Device (RECOMM Protocol TDI)

B Blutronium

g Generic Bluetooth Radio

g Microsoft Bluetooth Enumerator
» O Computer

» == [igital Media Devices
b e sk drives
» L& Display adaptors
> wa DVD/CD-ROM drives
» i Firrnware
> a3 Floppy disk drives
5 Human Interface Devices
> =@ IDE ATA/ATAP| controllers
5 oz Imaging devices
» Keyboards
5 g Mice and cther pointing devices
» [ Monitors
5> [ Metwork adapters
v @ Ports (COM & LPT)
ﬁ Communications Port (COM1)
ﬁ Communications Port (COMZ)

5t i i )]

Standard 5erial over Bluetooth link (COMY)
» i Print quedes
» i Printers
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Installation for older Windows 10 versions:

Click the Bluetooth icon in the lower right-side task bar:

and click “Add a Bluetooth Device” in the menu:

Allow a Device to Connect
Show Bluetooth Devices

Send a File

Receive a File
loin a Personal Area Metwork
Open Settings

Remowve lcon

< Settings = O

€02 DEVICES Find a setting

Printers & scanners .
Manage Bluetooth devices

(SR 5T Your PC is searching for and can be discoverad by

Bluetooth devices.
Bluetooth . . . .

Mouse & touchpad

Related settings

Typing
More Bluetooth options

AutoPlay

14
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Turn on the Blutronium adapter and Windows will find it:

& Settings - o X

€02 DEVICES Find a setting pe

Printers & scanners :
Manage Bluetooth devices

(EOTITEETER] L5 TES Your PC is searching for and can be discovered by

_ .

Mouse & touchpad ED Blutronium
Ready to pair
Typing
AutoPlay Related settings
More Bluetooth options
< Settings _ O %
€03 DEVICES Find a setting pe

Printers & scanners .
Manage Bluetooth devices

(EOTITEETER] L5 TES Your PC is searching for and can be discovered by

_ S

Mouse & touchpad EE Blutronium
Ready to pair
Typing
AutoPlay
Related settings .
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Enter the passcode for your device

Enter the passcode for your device

You might need to enter the same passcode into the device.

Or, try entenng a passcode on It

« Settings = O >

E‘Ejg DEVICES Find a setting g

Printers & scanners .
Manage Bluetooth devices

(SRR 5T Your PC is searching for and can be discavered by

Bluetooth devices.

Bluetooth . . .
Mouse & touchpad Blutronium

|
Typing

AutoPlay Related settings

More Bluetooth options

USconverters.com 16
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& Settings - o X

€03 DEVICES Find a setting pe

Printers & scanners .
Manage Bluetooth devices

(EOTITEETER] L5 TES Your PC is searching for and can be discovered by

_ T

Mouse & touchpad ED Blutronium
Connected
Typing
AutoPlay Related settings
More Bluetooth options
< Settings _ O %
€02  DEVICES Find a setting Je

Printers & scanners )
Manage Bluetooth devices

(SRR U5 TS Your PC is searching for and can be discovered by

_ B

Mouse & touchpad ED Blutronium
Paired
Typing
AutoPlay
Related settings .
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Assuming that the Blutronium Serial Bluetooth Adapter has been successfully installed, click the
Bluetooth icon in the Windows task bar and chose “Open Settings”. In the Bluetooth settings
window you can now see the COM ports for the Blutronium Serial Bluetooth Adapter. | this case
COM port number 110 and 111 have been assigned by Windows. Windows assigns an ingoing
and an outgoing port. To simplify things; COM110 is the main port which we will use for our
communication. You do not need to worry about incoming or outgoing ports as long as you
identify which port is the main port. The main port in this case for the Blutronium adapter is
indicated as “Dev B™ as shown below:

€ Bluetooth Settings x
Options COM Ports  Hardware

This PC is using the COM (serial) ports listed below. To determine
whether you need a COM port, read the documentation that came
with your Bluetooth device.

Port Direction Mame

COmM110 Incoming Blutrenium
COomMI1 Outgeing  Blutronium  'Dev B'

Add... Remove

If you wish to change the COM port number from COM110 to for example COM5 then you can do
so in Device Manager. Right-click the COM port listed under Ports (COM & LTP) in Device
Manager and chose “Properties”. Under the “Port Settings” tab click the “Advanced” button, you
can here change several settings including the COM port number.

18



g=4 Device Manager — O ot
File Action View Help
=@ .

v 2 DML-PC
i Audioinputs and outputs
v ﬁ Bluetooth
g Blutronium
B Generic Bluetooth Radic
ﬁ Microsoft Bluetooth Enurmnerator
v "'? compair - virtual com
"'z compair - virtual com bus
H Computer
= Disk drives
@ Display adapters
e DVD/CD-ROM drives
E"ﬁ Human Interface Devices
g |IDE ATASATAPI controllers
la IEEE 1394 host controllers
= Keyboards

ﬂ Mice and other pointing devices
1 Monitors
& Network adapters
iz Other devices
v '3 Ports (COM & LPT)
‘I? Communications Port (COM1)
"F Standard Serial over Bluetooth link (COM110)
"F Standard Serial over Bluetooth link (COM111)
= Print queues
[ Processors

| Software devices
4 Sound, video and game controllers
< Storage controllers

[ Systern devices

i Universal Serial Bus controllers

You are now ready to move to the next step which is to connect and open the COM port to the
Blutronium adapter using the Blutronium Configuration Utility. Jump to the section called
“Configuration over Bluetooth - Using the Blutronium Configuration Utility to configure the
adapter’s parameters”.

19



Pairing with Windows 8.1.
(Tested in Oracle VM VirtualBox version 4.3.6 r91406)

Click the Bluetooth icon in the lower task bar:

and select “Add a Bluetooth Device”.

Add a Bluetooth Device

Allow a Device to Connect

Show Bluetooth Devices

Send a File

Receive a File
Join a Personal Area Network
Open Settings

Remove lcon

W B [ B

If for some reason the Bluetooth icon does not appear in the lower task bar, you can instead
search for “Bluetooth” and select “Bluetooth settings”:

Search

Everywhere -
bluetooth E

oth settings

ith settings

20



The Bluetooth management screen will open. Click the “Serial Adaptor” and click “Pair”:

(© PC and devices Manage Bluetooth devices

Your PC is searching for and can be discovered by Bluetooth devices.
. e 88 @
Lock screen

] :E Serial Adapt_or
Display Ready to pair

Bluetooth

Devices

Mouse and touchpad

Typing

Comers and edges

Power and sleep

AutoPlay

PC info

21



Enter the pairing code “1234” and click “Next”

Enter the passcode for your device

You might need to enter the same passcode into the device.

EB

Windows will now show that the serial adapter is connected:

(© PC and devices Manage Bluetooth devices

Your PC is searching for and can be discovered by Bluetooth devices.
L] L] . 00
Lock screen

Ea] secial adaptor
Display [} Connected

Bluetooth

Devices

Mouse and touchpad

22



And after a few seconds it will show “Not connected”:

(© PC and devices Manage Bluetooth devices
Your PC is searching for and can be discovered by Bluetooth devices.
Lock screen = e
Serjal Adaptor
Display E‘E

Bluetooth

Devices

Mouse and touchpad

This means that the serial adapter's COM port is closed; however the adapter is still paired and
connected over Bluetooth to your computer.

23



Blutronium™ Serial Bluetooth Adapter — Setup Guide, rev. 300120 www.USconverters.com

In Device Manager you should now see the two serial over Bluetooth COM ports created by the
USB Bluetooth dongle (even Windows says “Not connected”):

25 Device Manager - [
. File Action View Help |
= m HE S

4 |28 = winS 1V

b #& Audio inputs and outputs
P & Batteries
a a Bluetooth
g Generic Bluetooth Radio
g Microsoft Bluetooth Enumerator
6 Serial Adaptor
i M Computer
[ =g Disk drives
i B Display adapters
b ety DVD/CD-ROM drives
s &3 Human Interface Devices
[» g |DE ATASATAPI controllers
[+ &= Keyboards
[ ﬂ Mice and other pointing devices
i | Monitors
[» i_-'l'* Metwork adapters
t+ iz Other devices
4 ¥ Ports (COM & LPT)

1 P i TP . T - . T

L =
? Standard Serial over Bluetooth link (COM3)
= Standard Serial over Bluetooth link (COM4
B @ Print queues

v B Processors
b [ Software devices

I % Sound, video and game controllers
P ﬂ:— Storage controllers

[ 1M Systermn devices

[» i Universal Serial Bus controllers
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By selecting “Open Settings” from the Bluetooth menu in the task bar:

e x =

Add a Bluetooth Device

Allow a Device to Connect

Show Bluetooth Devices

Send a File

Receive a File

Join a Personal Area Metwork

Open Settings

Remove lcon

123 AM
2/2/2014

o B3 |2 8 0h)

You will also be able to see the created COM ports under the “COM Ports” tab:

Options . COM Ports | Hardware |

This PC is using the COM (serial) ports listed below. To determine
whether you need a COM port, read the documentation that came
with your Bluetooth device,

Port Diirection Marne
COM3 Incoming Serial Adaptor
COmM4 Cutgoing Serial Adaptor 'Dev B

| o || €l | Apoy

USconverters.com
Copyright © U.S. Converters LLC
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You are now ready to move to the next step which is to connect and open the COM port to the
Blutronium adapter using the Blutronium Configuration Utility. Jump to the section called
“Configuration over Bluetooth - Using the Blutronium Configuration Utility to configure the
adapter’s parameters”.

Pairing with Windows 8, 7 and Vista.

Make sure Windows Bluetooth Manager is running on your computer. If there is a Bluetooth icon
in the lower right-side task bar then the Bluetooth Manager is already running.

If there is no Bluetooth icon then start the Bluetooth Manager by entering the word “Bluetooth” in
the start menu and click the Bluetooth link that shows up. This will start Windows default
Bluetooth management software (if this has successfully been installed on your computer and if
your computer has Bluetooth).

If you computer does not have built-in Bluetooth then you can use any standard USB Bluetooth
dongle to Bluetooth enable your computer.

Programs (2}

B3 Bluetooth
ile Transfer

PN

Control Panel (4)

= Add & Blustooth device
#54 Change Bluetooth settings
4 View devices and printers

- i
we Set up a connection or network

See more results

|bluelc-oth| ¢ | | -Shut down | » |

A Bluetooth icon should now appear in the task bar:

26
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Click the Bluetooth icon and click “Add a Device” in the menu:

Add a Device
Allow a Device to Connect

Show Bluetooth Devices
Join a Personal Area Metwork

Open Settings

Remowve Icon

Windows should now search for the Blutronium Serial Bluetooth Adapter and be able to find it:

==

n\;-) |[* Add a device

Select a device to add to this computer

Windows will continue to look for new devices and display them here.

i Serial Adapter
| Bluetooth
Other

What if Windows doesn't find my device?

ew | (CGane ]

USconverters.com 27
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”

After windows have found the adapter, click “Enter the device pairing code”:

@ | Add a device

Select a pairing option

= Create a pairing code for me
The device has a keypad.

2 Enter the device's pairing code Serial Adapter

The device comes with a painng code,
Check for one on the device or in the device manual.

= Pair without using a code
This type of device, such as a mouse, does not require a
secure connection.

How can I tell if my device has a pairing code?

ew | (o]

USconverters.com 28
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The pairing code is “1234”:

G_Wﬁdda

Enter the pairing code for the device

This will verify that you are connecting to the correct device.

1234 |
The code is either displayed on your device or in the information that
came with the device,

Serial Adapter

What if I can't find the device pairing code?

Click Next

USconverters.com 29
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The Blutronium Serial Bluetooth Adapter is now successfully installed and paired:

U [* Add a devics

This device has been successfully added to this computer

Windows is now checking for drivers and will install them if
necessary, You may need to wait for this to finish before your device
is ready to use,

To verify if this device finished installing properly, lock for it in
Devices and Printers,

Serial Adapter

USconverters.com 30
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If

Windows does NOT find the Blutronium Serial Bluetooth Adapter it might be because it has

already been found earlier and already exists in the system. In that case you may need to first
remove the Blutronium Serial Bluetooth Adapter from the system. Click the Bluetooth icon in
Windows task bar and chose “Show Bluetooth devices” from the menu:

-~

o « Devi.. » Bluetoo.. | 45|

S

File Edit View Tools Help

Add a device Add a printer = [ 7]

4 Devices (1)

Serial Adapter Serial Adapter
.‘/ 1 item

P

=l nﬂ.i

L

The image above shows two Blutronium Serial Bluetooth Adapters even only one adapter is
connected. The reason is that Windows sometimes fails to remove the last adapter which was
connected to the computer; you will then need to remove it manually. Right-click the icon and
chose “Remove Device” to remove it. Now you can again try to add the Blutronium Serial
Bluetooth Adapter by clicking the Bluetooth icon in the task bar and chose “Add Device” from the

menu.
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Assuming that the Blutronium Serial Bluetooth Adapter has been successfully installed, click the
Bluetooth icon in the Windows task bar and chose “Open Settings”. In the Bluetooth settings
window you can now see the COM ports for the Blutronium Serial Bluetooth Adapter. | this case
COM port number 63 and 105 have been assigned by Windows. Windows assigns an ingoing
and an outgoing port. To simplify things; COMG63 is the main port which we will use for our
communication. You do not need to worry about incoming or outgoing ports as long as you
identify which port is the main port. The main port in this case for the Blutronium adapter is
usually indicated as “Blutronium ‘Dev B’ similar to what is shown below:

. -
£) Bluetooth Settings @
COMPorts | Hardware

This computer is using the COM (serial) ports listed below. To
determine whether you need a COM port, read the documentation
that came with your Bluetooth device,

Port Direction Mame

COmM105 Inceming  Serial Adapter
COMB3 Cutgoing  Serial Adapter 'Dev B'

Add... Remove

i hoose a COM port for a Bluetooth enabled device;

=]
=]

[ 0K ][ Cancel ] Al

L

If you wish to change the COM port number from COM®63 to for example COM10 then you can do
so in Device Manager. Right-click the COM port listed under Ports (COM & LTP) in Device
Manager and chose “Properties”. Under the “Port Settings” tab click the “Advanced” button, you
can here change several settings including the COM port number.

You are now ready to move to the next step which is to connect and open the COM port to the
Blutronium adapter using the Blutronium Configuration Utility. Jump to the section called
“Configuration over Bluetooth - Using the Blutronium Configuration Utility to configure the
adapter’s parameters”.
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Pairing with Windows XP or older.

1. Download Bluesoleil from www.usconverters.com

N

Install Bluesoleil

3. Start Bluesoleil

»

Insert a USB Bluetooth dongle into your computer’s USB port. &
If you computer has built-in Bluetooth skip this step.

5. Connect the BLUTRONIUM to the power supply, either by a USB
power cable or a 110/5V power adapter, and turn it ON. The red LED

light on the BLUTRONIUM should be steady ‘ON’ and the blue light
should be flashing.

The setup should look similar to this

oo . Built-in or External
Application Diagram B g ciq0th Dongle

. ‘ RCER
k'TiTﬁ__) —— . \ —

i nyL:
Up to 300 feet " u‘i L

Process
equipment

-

i
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6. To search for devices click on the orange circle in Bluesoleil and the BLUTRONIUM will
be discovered. The lower status line must say “Searching for devices...” when a device

search is in progress.

% I¥T Corporation BlueSoleil - Main Window - Evaluation {5MB data only)

File Miew My Bluetooth My Services Tools Help

PAMN IP: 192.168.50.1 2

DML-573907FS0E4 00:1F:31:00:08:30 Searching For devices. ..

If BlueSoleil cannot find or detect the Serial Adapter when you click the orange search button a
simple solution can be to use a different USB port for the external USB Bluetooth dongle if you
are using this. If this does not help try resetting the BLUTRONIUM (hold down the reset button for

10 sec with a paper clip while you apply power).

USconverters.com 34
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If you are getting a “USB Device Not Recognized” error from Windows when you turn on the
BLUTRONIUM you can simply just ignore this error. The adapter only gets its power from the
USB port, no data is transmitted.

L\"'. USE Device Mot Recognized IE

one of the USE devices attached to this computer has
malfunctioned, and Windows does not recognize it.
For assistance in solving this problem, click this message.,

7. Right-click on the Serial Adapter icon in Bluesoleil and click ‘Pair Device’

% I¥T Corporation BlueSoleil - Main Window

File Wiew My Elugtooth My Services Tools  Help

Refresh Services

Skatus...

Properties. ..

w
Pairs with the selected remate device, Device name search finished, PaM IP: 192,168.50.1 2

USconverters.com 35
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8. Enter the default Pin code which is ‘1234’

Enter Bluetooth Passkey B |

A remate device needs a Bluetooth Passkey to create Paired
relationzhip for future connections. Pleaze uze the same =
pazzkey on thiz device and on the remate device: |

LCancel
Remate Device:  Serial Adaptar

Address 00:12:6F:09:96:ED
Pazskey: I

Time Left: 23 =

9. Right-click on the Serial Adapter icon and click “Refresh”

% I¥T Corporation BlueSoleil - Main Window - Evaluation {5MB data only)

File V“iew My Bluetooth My Services Tools Help

ST ZEREZOSE N Q

Unpair

Status,.. 0 EEEEEEEE -

Propetties. ..

-
Erowses Bluetooth services on the selected remote de |Device search compleked. PaM IP: 192,168.50.1 7
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10. Right-click again on the Serial Adapter icon and this time point the cursor on “Connect”

and click “Bluetooth Serial Port Service” to connect the BLUTRONIUM with your
computer.

¥ I¥T Corporation BlueSoleil - Main Window

File ‘iew My Blustooth My Services Tools  Help

Refresh Services

Lnpair -

Conneck Bluetooth Serial Port Service
[iscanmeck g

Save Conmeckion As Shorbout k

Skatus...

.
Properkies. .. e Discovery finished, PAMIP: 192,168,50,1 4

11. If you want Windows to automatically connect to the BLUTRONIUM click Yes otherwise
click No.

Quick Connect

Automatic connection establizhed. Do pou want to
connect ta thiz device automatically when Windows
applicationz open the serial part’?

Sernal Port; COrI0 —

Remote Device:  Senal Adaptor

v Always show this dislog.
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12. The BLUTRONIUM is now paired and connected to your computer. When its successfully
connected the blue LED light on the BLUTRONIUM should be steady blue; and in

BlueSoleil a green dotted line with a red arrow going from the serial adapter icon towards
the orange circle should be visible.

# I¥T Corporation BlueSoleil - Main Window

File Miew My Elugtooth My Services Tools Help

S FERESZE OSSN

>
Blustooth Advanced Audio Service Connected, PaMIF: 192,168,50,1 4
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13. To see the COM port number, status and signal strength, right-click on the Serial Adapter
icon and click ‘Status’

% I¥T Corporation BlueSoleil - Main Window

File Miew My Elugtooth My Services Tools  Help

Refresh Services

{lgiel=1¢

Zanmesct

Discanneckt

Sawe Connection &s Shortcub F

Status. ..

Pan IP: 192,168.50.1 4
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14. Status screen

Remote Device Status E |

General |
— Connechion
Device Mame: Seral Adaptor
Statuz; Connected.
Diwration; 00:11:038
Paired: Tes
Role: Slave
CO Part; COMI0[SPR]
— Activity
Semt '| — PReceived
L4
Bytes: 1581 | 1742
— Radio Signal Strength
Wafeak Good Strong

Properties | Dizconnect | Urpair |

Cancel | Help |

You are now ready to move to the next step which is to connect and open the COM port to the
Blutronium adapter using the Blutronium Configuration Utility. Jump to the section called
“Configuration over Bluetooth - Using the Blutronium Configuration Utility to configure the
adapter’s parameters”.



Configuration over Bluetooth
Using the Blutronium Configuration Utility to configure the
adapter’s parameters

Configuring the Blutronium adapter’s parameters over Bluetooth presumes that the adapter is
successfully paired with your computer over Bluetooth, and that you know the Bluetooth COM
port number as described earlier in this guide.

Download and install and activate the Blutronium Configuration Utility from:
https://www.usconverters.com/activate

Start the utility:

4% BLUTRONIUM CONFIGURATION UTILITY v.1.00
File Activate

%) BIEUTRONIUM

WWW.BLUTRONIUM.COM

COM Port Local PC

Baud: Parity: Stop Bitg Connect status
9600 ~ q Open Port Disconnected (7] (7] @
Information parameters Misc parameters Send AT Commands to the Adapter{enter the Command below

and press Enter/Return on you keyboard to send the command)

Name -
[JAuto Connect | @
Address -
[ Discover o
F/W Version -
Echo @
Adapter settings I Flow control (CTS/RTS) @
. [0 Reconnect @
LIDIP switches | @
E [ Enable <<< command 6
ROLE DEnable >> command @
Send inquiry Commands to the adapter
@ L) L) o
L7 L) L) L ©
< >
Manual ccommands (see datasheet for details):
CONNECT=,DETECT,DEVICE= Clear window
02-01-2016 19:11 STATUS:COM Port Closed NUM

Make sure the Blutronium adapter is successfully paired with your computer.

The “DIP / S/W” DIP switch on the adapter should be in position “S/W” and the “Run / Config” DIP
switch should be in position “Config”. “Slave / Master” should be in position “Slave”. Power cycle
the adapter after the switches has been set correctly.

In the “COM Port” drop-down menu select the Bluetooth COM port which Windows has created

when pairing the adapter with your computer (see pairing procedure for your Windows version
earlier in this guide). Click the ‘refresh’ icon if the COM port is not listed.
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Click the “Open Port” button. The utility will now open the Bluetooth COM port and show that the
connection is open:

4% BLUTRONIUM CONFIGURATION UTILITY 1.1.00

BIEUTRONIUM

File Activate

Serial Bluetooth Adapter Configuration Utility
WWW.BLUTRONIUM.COM

COM Port Local PC

COM Port: Baud: Parity: Stop Bit: Connect status
comi1s || 9600 None Close Port Connected @ Read || @ | write | @

Information parameters Misc parameters Send AT Commands to the Adapter{enter the Command below

and press Enter/Return on you keyboard to send the command)

Name -
[ Auto Connect | @
Address -
[ Discover )
F/W Version -
Echo 2]
Adapter settings [JFlow control (CTS/RTS) (7]
Baud (9600 ~|  ElPrompt @
L7
LIDIP switches | @
WL [ Enable <<< command 6
ROLE DlEnable >>> command @
Send inquiry Commands to the adapter
AT @ Status | @ Search | @ RSSI o
Default || @ DFU (7] <<< [7] EE (7] v
Manual ccommands (see datasheet for details): L 2
CONNECT=,DETECT,DEVICE= Clear window
02-01-2016 20:45 STATUS:COM113 Port Open NUM B Armani- V1.13

Once the Bluetooth COM port is open the blue LED light on the adapter should be steady ON.
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Now click the “Initiate BT comm Mode” button to enter communication mode with the adapter. If
the initiation is successful the command window should show “OK”:
4% BLUTRONIUM CONFIGURATION UTILITY 1.1.00 - X

File Activate

BIEUTRONIUM

Serial Bluetooth Adapter Configuration Utility
WWW.BLUTRONIUM.COM

COM Port Local PC

COM Port: Baud: Parity: Stop Bit: Connect status Initiate BT
COomM1132 s 9600 None Close Port Connected comm mode (7] Read (7] Wiite (7]
Information parameters Misc parameters Send AT Commands to the Adapter{enter the Command below

B¢s Enter/Return on you keyboard to send the command)

Name -
[ Auto Connect | @
Address .
[ Discover )
F/W Version -
Echo 2]
Adapter settings [JFlow control (CTS/RTS) (7]
Baud (9600 ~|  ElPrompt @
L7
LIDIP switches | @
WL [ Enable <<< command 6
ROLE DlEnable >>> command @
Send inquiry Commands to the adapter
AT @ Status | @ Search | @ RSSI o
Default || @ DFU (7] <<< (7] > (7]
Manual ccommands (see datasheet for details): L 2
CONNECT=,DETECT,DEVICE= Clear window
02-01-2016 20:51 STATUS:COM113 Port Open NUM B Armani- V1.13

It might take a few tries to get a successful initiation.
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You can now click the “Read” button to read all parameters from the adapter:

4% BLUTRONIUM CONFIGURATION UTILITY v.1.00

_ IUTI Nlum = O 131.}!1&10»}\1»? ‘:’

File Activate

Serial Blustooth Adapter Configuration Utility
WWW.BLUTRONIUM.COM

COM Port Local PC

COM Port: Baud: Parity: Stop Bit: Connect status Initiate BT
COM112 s 9600 None Close Port Connected comm mode: (7] Read Wirite (7]
Information parameters Misc parameters Send AT Commands to the Adapter{enter the Command below

and press Enter/Return on you keyboard to send the command)

THE BLUTRONIUM ADAPTER IS =
IN SOFTWARE MODE FIN i : 41 .

’ : UER : 1.A.8
Name |Blutronium - AP18 DB BAA1235
O Auto Connect | @ SLAVE HODE
Address |0018 DB 001235 .
Discover @ DhADLE
F/W Version [VER : 1.0.0 = ENABLE
Echo e DISABLE
. DISABLE
Adapter settings [JFlow control (CTS/RTS) @ g'l‘ g%EEE
: ENAELE
Baud (9600 v Prompt o DISABLE
_ 9600_N, 1
. O Reconnect @ Blutronium
; ? dEEe BB PEEEEE
¥ Enable <<< command L
ROLE |SLAVE ~ Enable >>> command L
Send inquiry Commands to the adapter
AT (2] Status @ Search | @ RSSI (]
Default || @ DFU (7] <<< ] > o v
< >
Manual ccommands (see datasheet for details):
- CONMECT=0015 83 3D0AS7, DETECT=N, DEVICE=0000 00 000000 Clear window
02-01-2016 20:56 STATUS:COM113 Port Open NUM [ Armani- V113

Parameters can be changed by changing a value or setting and then click the “Write” button to
save the change(s) to the adapter. Alternatively parameters can be changed by entering AT
commands in the command window.
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Configuring the parameters through the serial interface

The parameters can also be configured through the serial interface.

If you do not have a native serial COM port available in your computer we recommend using our
Pro USB to Serial adapter model XS880 (with FTDI processor chip), which is fully compatible with
the adapter. We cannot guarantee compatibility with other adapters.

1. Connect the BLUTRONIUM to your computer either directly to a COM port, or if you
computer does not have a COM port use a USB to Serial RS232 adapter.

2. Ifyou are using a USB to Serial adapter first install the required drivers for the adapter
and make sure that a virtual COM port has been successfully created.

3. Connect the BLUTRONIUM to the power supply and connect the BLUTRONIUM’s COM
port to the USB serial adapter (or your computer's COM port).

4. |If you are using a USB serial adapter check in Windows Device Manager which COM
port has been assigned to your adapter.

RESTART YOUR COMPUTER WITH THE USB TO SERIAL ADAPTER CONNECTED TO
YOUR COMPUTER AFTER INSTALLING THE DRIVERS. Otherwise you might experience
communication problems.

5. Download and install the Blutronium Configuration Utility from:
http://www.usconverters.com
and activate it at:
https://www.usconverters.com/activate

6. The DCE/DTE switch on the Blutronium adapter must be in position DTE when
connecting through the serial port (no null modem adapter needed).
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Start the utility and select the COM port number to which you have connected the adapter. Then
click the “Open Port” button.

4% BLUTRONIUM CONFIGURATION UTILITY 1.1.00
File Activate

%) BIEUTRONIUM

WWW.BLUTRONIUM.COM

COM Port Local PC
Baud: Parity: Stop Bit, Connect status

9600 - ! Open Port Disconnected (7] (7] (7]

Information parameters Misc parameters

Send AT Commands to the Adapter{enter the Command below
and press Enter/Return on you keyboard to send the command)

Name -
[ Auto Connect | @
Address .
[ Discover )
F/W Version -
Echo 2]
Adapter settings [JFlow control (CTS/RTS) (7]
. [0 Reconnect 7]
LIDIP switches | @
> [ Enable <<< command 6
ROLE DlEnable >>> command @
Send inquiry Commands to the adapter
@ L) L) o
@ L] L) L ©
< >
Manual ccommands (see datasheet for details):
CONNECT=,DETECT,DEVICE= Clear window
02-01-2016 19:11 STATUS:COM Port Closed NUM
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The utility will open the port and the connection to the adapter. Connect status should say
“Connected”:

4% BLUTRONIUM CONFIGURATION UTILITY 1.1.00

BIEUTRONIUM

File Activate

Serial Bluetooth Adapter Configuration Utility
WWW.BLUTRONIUM.COM

COM Port Local PC

COM Port: Baud: Parity: Stop Bit: Connect status Initiate BT
COomM1132 s None Close Port Connected comm mode (7] Read (7] Wiite (7]

Information parameters Misc parameters Send AT Commands to the Adapter{enter the Command below

and press Enter/Return on you keyboard to send the command)

Name -
[ Auto Connect | @
Address .
[ Discover )
F/W Version -
Echo 2]
Adapter settings [JFlow control (CTS/RTS) (7]
Baud (9600 ~|  ElPrompt @
[JReconnect L)
LIDIP switches | @
> [ Enable <<< command 6
ROLE DlEnable >>> command @
Send inquiry Commands to the adapter
AT @ Status | @ Search | @ RSSI o
Default || @ DFU (7] <<< [7] EE (7] v
€ >
Manual ccommands (see datasheet for details):
- CONNECT=0015 83 3D0A5Y, DETECT=N, DEVICE=0000 00 000000 Clear window
02-01-2016 21:39 STATUS:COM113 Port Open NUM B Armani- V1.13
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By clicking the “Read” button all parameters can be read from the adapter:

4% BLUTRONIUM CONFIGURATION UTILITY v.1.00 - X

BLEUTRONIUM

File Activate

Serial Blustooth Adapter Configuration Utility
WWW.BLUTRONIUM.COM

COM Port Local PC
COM Port: Baud: Parity:

com11z ([ 00 Nene

Stop Bit: Connect status

Connected

Initiate BT

Close Port comm mode: (7] Read Wirite (7]

Information parameters

THE BLUTRONIUM ADAPTER IS
IN SOFTWARE MODE

Name
Address
F/W Version

Blutronium

0018 DB 001235

VER : 1.0.0

Adapter settings
Baud |9600

Parity |None
Stop Bit |1

ROLE [SLAVE

Send inquiry Commands to the adapter

AT

c.

Status @
Default & DFU L)

Manual ccommands (see datasheet for details):

Misc parameters

[J Auto Connect | @

Discover [7]
Echo @
[ Flow control (CTS/RTS)
Prompt 2]

[JReconnect [
[JDIP switches | @
Enable <<< command

Enable >>> command

Search | @

o (7] EESS

* CONNECT=0015 83 3D0ASY, DETECT=N, DEVICE=0000 00 000000

02-01-2016 20:56

STATUS:COM113 Pert Open

RSSI

Send AT Commands to the Adapter(enter the Command below
and press Enter/Return on you keyboard to send the command)

41

UER : 1.8.8
Be1lE DE B@1235
SLAVE MODE
DISABLE
ENABLE
ENABLE
ENABLE
DISABLE
DISABLE
DISABLE
ENABLE
ENABLE
DISABLE
9680, N.1

Blutronium
1234

ABAd A0 BRAREA
Apis 83 3D@A57

< >
Clear window

NUM [ Armani- V1.13

Parameters can be changed by changing a value or setting and then click the “Write” button to
save the change(s) to the adapter. Alternatively parameters can be changed by entering AT
commands in the command window.
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Indication LED lights

The Blutronium adapter has several indication LED lights on the front which helps the user
identify what's going on. Here is a description of each indication light:

Power/Batt. Color: red.
Indicates when the adapter is powered ON either by the internal battery, USB or pin 9.

Status. Color: blue.

This light indicates several status levels:

LED off: No pairing established.

LED fast (0.1 sec) flashing: adapter is pairing (slave or master mode).

LED fast (0.3 sec) flashing: discoverable and waiting for a connection (slave mode).
LED slow (0.9 sec) flashing: inquiring (master mode).

LED very slow (1.2 sec) flashing: connecting (master mode).

LED steady on: connection established (COM port open).

TX. Color: green.
Flash when data is transmitted.

RX. Color: green.
Flash when data is received.

Charging. Color: orange.
Solid on: Indicates that the internal battery is charging.
Flashing: Indicates that the battery is low. Less than 10% power remains.

Power and Flow Switch

On the side of the Blutronium adapter there are two switches and one mini USB port which has
the following functions:

Power switch: “USB/Batt” / “Pin 9”, (power input selector).

This switch has 2 settings: “USB/Batt” (3.3 — 5 VDC) and “Pin 9” (3.3 VDC). When the switch is in
the “USB/Batt” position the adapter is powered by the USB power source, if a USB power source
is connected to the adapter. If no USB power source is connected to the adapter then the adapter
will automatically be powered by the battery.

The battery can only be charged when the switch is in position “USB/Batt”.

When the switch is in “Pin 9” position the adapter is powered by pin 9, provide there is a power
source connected to pin 9.

Flow switch: “DCE” / “DTE”.
This switch changes the RS232 port between a DCE type interface and a DTE type interface.

USB mini power port.
Power input only w/o data communication.
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Pairing with another Blutronium Serial Bluetooth Adapter

If you do not have a built-in or external Bluetooth dongle you can instead use two Blutronium
Serial Bluetooth Adapters to setup a link as illustrated in below illustration. This is a more direct
form of cable replacement since you do not need Bluesoleil or any other Bluetooth management
software to establish a communication link.

Application Diagram A

. intemet
. Intem 3

e S |

Process
equipment

LY

Up to 300 feet

First you will need to configure the two adapters as a slave and a master. You can do this simply
by setting the Master/Slave DIP switch on one adapter to ‘Master’ and on the other adapter to
‘Slave’.

If you need to two adapters to automatically link when they are turned on you will also need to set
the Auto/Manual DIP switch on the Master (not the Slave) to ‘Auto’.

Now turn on both adapters.

When the Blutronium Serial Bluetooth Adapter is in Master mode the blue LED light will flash at a
rate of approximately 0.9 sec. This means that the adapter is inquiring and searching for other
Blutronium Serial Bluetooth Adapters in the area.

If configured correctly the Master adapter will within about 5 seconds automatically find and
connect to the Slave adapter and the blue LED light will be steady ON. The wireless

communication link is now established.

To test if you successfully can send and receive data through the link you can make a loop-back
test as described later in this guide.
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Changing the COM port number

If you need to change the COM port number the BLUTRONIUM is using, this can be done as
following.

Open Windows Bluetooth settings to see which COM port the Blutronium adapter is using. In
this example COM115 (the port which is called ‘Dev B’), which is also the outgoing port.
€ Blustooth Settings x
Options COMPorts  Hardware
This PC is using the COM (serial) ports listed below. To determine

whether you need a COM port, read the documentation that came
with your Bluetooth device.,

Port Direction Mame

COmM114 Incoming Blutronium
< COMT15 Outgeing  Blutronium '@

Add... Remove

Concel | | ooy
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Now go to Windows Device Manager, right-click on the COM port which Windows Bluetooth
Manager has created, select “Properties”.

g4 Device Manager o | b
File Action View Help

o= T E HE & %S

» < DVD/CD-ROM drives ~ |
¥ Lﬁ Human Interface Devices
» g IDE ATA/ATAPI controllers
3 i |EEE 1394 host controllers
» & Keyboards
5 ﬂ Mice and other pointing devices
» £ Monitors
> [ Network adapters
» |fm Other devices
v "2 Ports (COM & LPT)
1’?— Communications Port (COM1)
‘? Standard Serial over Bluetooth link (COM114)
" Standard Serial over Bluetooth link (COM115)

» = Print queues Update Driver Software...

> &} Processors . Dicable
» || Software devic
Uninstall

» % Sound, videoz
» € Storage contrc

Scan for hardware changes

.Gpens property sheet fo P G
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Under the ‘Port Settings” tab click the “Advanced” button

Standard Serial over Bluetooth link (COM115) Properties )4

General Port Seftings  Driver Details  Events

Bits per second: | 9600 v |
Data bits: | 8 v|
Party: | None v

Stop bits: |1 v |

Flow control: | None v|

V‘
S ————™

oK | Cancsl
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You will here be able to change the COM port number

Advanced Settings for COM115 Ed
Use FIFO buffers (requires 16550 compatible UART)
Select lower settings to comect connection problems. Concdd
nc
Select higher settings for faster peformance.
Defaults
Receive Buffer: Low (1) ' High (14)  (14)
Transmit Buffer: Low (1) ' High (16}  (16)

COM Port Number: COM'I‘IE)

After you have changed the COM port number click Ok. In Windows Device Manager you
may need to click the “Scan for Hardware changes” icon to have the changes show up:

g4 Device Manager — O ot
File Action View Help

@E&IIDII&L&L{)

@R Display adapters ~
L DVD/CD-ROM drives
l':iﬁ Human Interface Devices
g |IDE ATASATAPI controllers
ﬁ IEEE 1384 heost controllers
== Keyboards
ﬂ Mice and other pointing devices
1 Monitors
(2 Network adapters
v I3 Other devices

s Unknown device
v T3 Ports (COM & LPT)
"? Communications Port (COM1)
YT Standard Serial over Bluetooth link (COM2)
"IT Standard Serial over Bluetooth link (COM3)
= Print queues
[ Processors

[ Software devices W
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€ Bluetooth Settings ot

Options COMPorts  Hardware

This PC is using the COM (serial) ports listed below, To determine
whether you need a COM port, read the documentation that came
with your Bluetooth device,

Port Direction Marmne
Com2 Incoming  Blutronium
COM3 Outgeing  Blutronium  'Dev B

Add... Remove

Cancel Apply
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Making a loop-back test

To verify that the BLUTRONIUM is properly working, paired and connected you can make a
loop-back test. In this test you will check if you can send data from your computer out through
your computer’s Bluetooth (which actually is a virtual serial COM port) to the TX (transmit)
wire on the BLUTRONIUM (pin 2), loop it back (by the help of a paper clip) and then receive it
back on the RX (receive) wire of the BLUTRONIUM, and finally receive it back on your
computer.

To make the loop-back test you will need to setup and pair the BLUTRONIUM with either
your computer’s build-in Bluetooth or a USB Bluetooth dongle as shown in the image below:

. 5 . Built-in or External
Application Diagram B g ¢100th Dongle

Loop-back

‘ paper clip
L]

IO

r'\ Intermat

e )

Please first carefully follow the steps for pairing the adapter to your computer’s Bluetooth
described earlier in this guide. In order to successfully perform the loop-back test the
BLUTRONIUM adapter MUST be properly paired with your computer’s Bluetooth.

1. Download the software AccessPort from www.usconverters.com.

2. Start AccessPort.

3. Click Tools > Configuration and enter the BLUTRONIUM adapter's COM port number
(check the COM port number in Windows Bluetooth Settings), this example COM 3.
It is important you enter the correct COM port number otherwise you will not be able to
communicate with the BLUTRONIUM.

56



Blutronium™ Serial Bluetooth Adapter — Setup Guide, rev. 300120 www.USconverters.com

r’i Options >
Event Contral
Flow Cantral Custom Baud Rate
- Timeout Control [ Enable 9500
i Manitar Contral
Seral Port Settings
Pt o
Baud R ate: -
Parity Bit: | HOME e
[ata Bit: |2 o
Stop Bit: |1 ~
Buffer Size: 51592
Send dizplay Receive dizplay
(®) Char Format (®) Char Format
(_JHex Fomat (_JHex Fomat
AytoSend
.‘ ble auta send Cuycle 200 Ds
Advanced
[] &uta open part when application start

Prompt for zaving when application exit

| ok,

Remind me when update iz available
Cancel

4. Loop-back the TX and RX signals. To do this you can simply use a paperclip by connecting it
from pin 2 to pin 3 on the BLUTRONIUM’s DB9 connector:
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The BLUTRONIUM obviously cannot and should not be connected to your serial device when
you do this test. It only needs to have the loop-back paper clip, power connected and be
turned ON.

In AccessPort open the COM port by clicking Tools > Port Switch. Make sure the COM
port is opened. The blue LED light on the adapter should be solid on when the adapter’s
Bluetooth COM port is open.

If AccessPort cannot open the port this is an indication that the BLUTRONIUM in not
properly connected, not paired to your computer or the port for some other reason has
not successfully been created, perhaps you entered the wrong COM port number in
AccessPort Configurations.

Enter a text string in the lower window and click the “Auto Send” button. With the

BLUTRONIUM properly connected and linked you should now be able to receive the
same characters in the upper window which is sent in the lower window.
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www.USconverters.com

@ AccessPor€C COM3(9600,M,8,1) Opened — O X
File Edit View Monitor Toels Operation Help

Terminal Monitor
== =

egt test test test test test test test test test test test test test te
test test test test test test test test test test test test test test test test
test test test test test test test test test test test test test test test test
wst test test test test test test test
Send> () Hex (®) Char |F'Iain Tesxt e Feal Time Send | Clear (| |AutoSend )
test )
Cormm Status CTS DsR RIMNG RLSD [CD) LTS Hold D5SR Hold RLSD F
Ready Tx 375

USconverters.com
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Resetting the Blutronium Serial Bluetooth Adapter

To reset the adapter to factory settings simply press and hold the reset button located on the top
of the adapter. Use a paper clip and carefully press AND HOLD the micro button through the hole
in the housing for about 3 seconds. The adapter will then reset and restart.

Resetting the adapter by pressing the reset button will erase all settings you have entered and
reset them to factory default settings.

Removing the power supply to the adapter will however NOT erase your entered settings.

If resetting the adapter to default by sending the “default” command then you need to un-pair and
re-pair the adapter via Windows Bluetooth manager before you can re-connect to the adapter.
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Questions & Answers

Q: | cannot communicate with my BLUTRONIUM, why?
A: Here are several things you can try:

1.

Try and swap the TX and RX wires between the BLUTRONIUM and the remote device it
is connected to by using a null modem adapter. This is required if the serial device you
are connecting to is configured as a DTE device.

If you are using a null modem cable to connect your computer to the remote device then
the switch on the BLUTRONIUM connected to your computer must be in the position
towards the DB9 connector. The BLUTRONIUM connected to your remote device must
also be in the position towards the DB9 connector.

If you are using a straight through cable to connect your computer to the remote device
then the switch on the BLUTRONIUM connected to the computer must be toward the
DB9 connector. The switch on the BLUTRONIUM connected to the remote device must
be towards the antenna.

Reset the adapter(s) to factory settings by pressing the reset button and start over.

Disable the Echo and status messages. This can be done with the ECHO=N and
PROMPT=N commands.

Disable flow control on both BLUTRONIUM’s (FLOW=N)
Loop-back RTS to CTS (Pin 7 to Pin 8) on the remote connector if possible.

Your device may need a DSR/DTR signal. Some devices require a signal on both CTS
and DSR. The BLUTRONIUM simply loop-back DTR to DSR. If your device requires a
DSR signal but does not provide a DTR signal then the DSR signal will be missing.
Looping-back the wires as shown below will solve this problem. Generally hardware flow
control should be disabled on the BLUTRONIUM when this loop-back is used.

Adapter Side  [Equipment Side
Pin 2 (RxD) Pin2 (RxD)
Pin 3 (RxD) Pin3 (RxD)
Pin5 (GND) Pin5 (GND)

. Pin4 (DTR)
PIn7(RTS)  Ibin7 (RTS)

. Pin6 (DSR)
P8 (CTS)  Ibing (cTs)

Q: When entering the command ATF? it returns an error when trying to search for Bluetooth
devices in range.
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A: In order to have the BLUTRONIUM display Bluetooth devices in range it must be in Master
mode, and must not be in auto-connect mode.

Q: | can’t communicate with the adapter after | have reset it to factory defaults, why?

A: If resetting the adapter to default by sending the “default” command then you need to un-pair
and re-pair the adapter via Windows Bluetooth manager before you can re-connect to the
adapter.

Q: How do | configure the BLUTRONIUM for 7 data bits, 1 stop bit and even parity?

A: The adapter itself cannot be set to 7 data bits however by setting the parity bit of your
software (local computer side) and serial device (remote adapter side) to either SPACE,
NONE or MARK the adapter can emulate 7-bit communication while its actually set to 8 bit
communication. This will work with most devices, however possibly not all.

This has been tested and confirmed working both with a paired “USB Bluetooth dongle to
Blutronium Serial Bluetooth Adapter” setup and a paired “Blutronium Serial Bluetooth Adapter to
Blutronium Serial Bluetooth Adapter” setup.

Alternatively, if your serial device and/or control software is set to 7 bits (and cannot be set to 8
bits which the adapter is using), you may be able to set your serial device and/or control software
to 8 bits and the parity bit to EVEN, which in will simulate 8 bits. This solution will work with many
serial devices.

Please see example setup below:

Software set to Serial device set to
19200, 7, S, 1 19200, 7, 8,1

= [
L] i
Adapter set to

19200, 8, N, 1

Depending on your serial device you need to set the parity
bit of your control software and/or serial device (not
the adapter) to either Space, None or Mark, you will need
to simply try all 3 to find out which works best with your
particular serial device.
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Example settings when using AccessPort terminal software with 7 bit communication at the
computer side:

e e | ﬁ m
i Options - - — -
Flows Caontrol Cusztom Baud Rate
- Timeout Control [F] Enable 19200
- M anitar Contral
Serial Port Settings
Port: |COM104 v
n
| Baud Rate: |13200 -
|l N
! Parity Bit: | SPACE -
| |
f Drata Bit: [? v]
Stop Bit: [1 V]
Buffer Size: | 5192
Send dizplay Receive dizplay
@ Char Format @ Char Format
() Hex Format () Hex Format
1]
AutoSend '
| Enable auta send Cuocle 100 mz
Advanced
[ &uto open port when application start
[ oK ] Frompt for zaving when application exit
- Remind me when update iz available
[ Cancel ]
\

Q: How is DTR/DSR signals (pins 4 & 6) handled by the BLUTRONIUM?

A: The DTR signal is rarely used in most serial devices and even if it is used it is often not
actually required by the application. This is why the BLUTRONIUM has looped back the DTR /
DSR signal, pin 4 looped to pin 6. By doing this, if the device asserts DTR indicating it will read an
asserting DSR. For devices that require an asserting DSR but are not asserting DTR the DSR
signal (pin 6) can be shorted to RTS (pin 7).
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Q: How can | keep the COM port open at all times? | have created a link using a USB Bluetooth
dongle and a UCBT232B and it appears as the COM port does not open until my application
software tries to connect to my serial device.

A: When creating a link with a USB Bluetooth dongle or built-in Bluetooth the BLUTRONIUM will
be the Slave and the USB Bluetooth dongle (or built-in Bluetooth) in the PC will be the Master.
The Master or the application at the Master will control the Slave. This is cannot be changed
since this is how the Bluetooth SPP works.

To keep a port open at all times you can instead create a link using two BLUTRONIUM'’s, this will
create a Master and a Slave BLUTRONIUM which will work independent from the PC thereby
keeping the port open at all times.

Q: | found that the BLUTRONIUM generates a connect and disconnect string upon changes in
Bluetooth state as following: CONNECT : C485 08 177441 DISCONNECT : C485 08 177441.
This string causes my serial device (a telescope) to enter into a bad state which requires a power
cycle to recover from. Would it be possible to avoid generating the character string?

A: Yes, please refer to the 'PROMPT=N' command. This parameter is by default set to “Y”, if you
change it to “N” then the character strings will no longer be present and no longer cause
problems with your serial device.

Q: Does the BLUTRONIUM work with iPhone/iPad/iPods?

A: The iPhone/iPad/iPods does not support the SPP (Serial Port Profile) so currently the
BLUTRONIUM does not work with iPhone/iPad/iPods.

Bluetooth V4.0 has support for newer versions of smart phones with iOS. Older versions of iOS is
not compatible with Bluetooth V4.0.

Q: The UCBT232B/EXA cannot pair with my computer’s Bluetooth while it receives data on the
DB9 serial RS232 port, why?

A: The UCBT232B/EXA can pair and connect while receiving data on the RS232 DB9 port,
however only limited.

The ability to pair and connect while receiving data on the RS232 DB9 port depends on the speed
and size of the data being sent to the RS232 DB9 port. Our current tests has determined that 11
ASCII characters at a speed of 100ms at 9600bps is the maximum data which can be received on
the RS232 DB9 port for the UCBT232B/EXA still being able to pair/connect over Bluetooth.

If the data speed is reduced the number of characters can be increased and vice versa.
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Known issues

When using the BLUTRONIUM with SkySafari telescope software the “Echo” and system status

messages must be disabled for proper communication. These can be disabled with the
commands:

ECHO=N
PROMPT=N
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